FAMILY

GEODESIC BLUE TENT TENTS
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SLOW FLAME DISINFECTABLE FUNGI/ MOLD EASY SETUP ALL CLIMATES UV RESISTANT
SPREAD RESISTANT

BLUE"

Basic Living Unit for Emergency
18,35 sqm

W HUMANITARIAN AID

ICRC/IFRC/IOM STANDARD

DESCRIPTION

» Basic Living Unit for Emergency » Stable in strong winds

» 5 person self-standing geodesic family tent » Comfortable in all climates

» Total living space of 18,3 m? » Repair kit included (incl. PE fabric and repair pipe)

» Rapid deployment shelter: easy to carry and set up

MAIN MATERIALS

Woven high-density Polyethylene (HDPE) Black Fibers, White LDPE Coating on both sides,
170gsm +/- 10 grams with up to 15% post consumer recycled materials

Woven high-density Polyethylene (HDPE) Black Fibers, White LDPE Coating on both sides,
170gsm +/- 10 grams with up to 15% post consumer recycled materials

OQUTERTENT

GROUND SHEET

Woven high-density Polyethylene (HDPE) Black Fibers, White LDPE Coating on both sides,

SHADE COVER 170gsm +/- 10 grams with up to 15% post consumer recycled materials

MOSQUITO NETTING Polyester PVC coated

POLES 5identical poles 834 cm | (Aluminium 6061-T6 @ 18,5 mm)
PEGS 6T Pegs (25 x25x3 mm) 40 cm

COLOR White

DIMENSIONS

LENGTH x WIDTH OUTER TENT 570 x 435cm

CENTRAL HEIGHT 250 cm

DOOR HEIGHT 170 cm

SHADE COVER SURFACE 20 m?

WEIGHT max. 50 kg
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PERFORMANCE AND CHARACTERISTICS
SHELF LIFE Min. 5 years
LIFE SPAN Min. 1year in all climates
TREATMENT Fungi/mold resistant treated
FR Flame retardant (EN13823+Al1)
SETUP Easy setup (15 min | 3 persons)
WIND RESISTANCE Up to 120 km/h
TENT FEATURES
DOORS 2 doors (90 x 170 cm)
WINDOWS 6 windows (50 x 50 cm), 2 on each side of the tent and 1 next each door
VENTILATION 6 ventilation openings (85 x 55 cm) at the top of the tentroof above the doors
CHIMNEY 1chimney reinforcement
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PACKING
PACKING UNIT (P.U.) PE bag, with separated webbing bands + handle
CONTENT P.U. Shade cover, outer tent, inner seperation, accessories, hammer and repair kit
QTY P.U. 1 piece
DIMENSIONS: 45 x 35 x 110 cm
P.U. MEASUREMENTS WEIGHT: max. 50 kg
VOLUME: 0,17 m3
QTY PALLET 8 pcs
DIMENSIONS: 130 x 115 x 122 cm
PALLET MEASUREMENTS WEIGHT: 408,5 kg

VOLUME: 1,82 m3

PER 20 FT DC 140 pcs unpalletized | 128 pcs palletized
LOADING PER 40 FT DC 310 (est.) pcs unpalletized | 288 pcs palletized
PER 40 FT HC 340 pcs unpalletized | 288 pcs palletized

INDICATED WEIGHTS AND VOLUMES ARE FOR YOUR INFORMATION ONLY AND MAY VARY ACCORDING TO PRODUCT SPECIFICATION.
FOR ALLDIMENSIONS AND WEIGHTS A TOLERANCE OF 3% IS APPLIED

ADD-ONS

Winterization kit
Inner tent
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